
Uses
Use E708 Terminal Lubricant for industrial, electrical 
and electronic applications only.  Also used in wicking 
applications in Tyco terminal crimping machines.

Direction for Use
Please contact your Tyco field service representative with 
all inquiries regarding uses and applications. 

Storage and Handling 
Avoid prolonged or repeated contact with skin.  Keep 
container tightly closed when not in use.  Store in a 
cool, dry, well-ventilated area away from all sources of 
ignition.

Packaging
 E708 Terminal Lubricant is available in:
•	 Pint				   Part # E807PT

Technical Assistance
Call: 800-227-5538 or 1 (717) 786-7355 
Email: CustomerService@CriticalCleaning.com 
Visit: CriticalCleaning.com
NO RISK GUARANTEE.  Stoner Molding guarantees 100% satisfaction or your 
money back. If you’re ever dissatisfied with any Stoner Molding product, simply 
return the unused portion for a full refund.

Product Description
E708 Terminal Lubricant is a synthetic instrument 
oil (formerly AMP part # 22014 and Stoner part # 805) 
used in wicking applications in Tyco terminal crimping 
machines.  Useful as a die lubricant for non-ferrous 
materials.  Provides corrosion protection.
E708 Terminal Lubricant ADVANTAGES

•	 For industrial, electrical, and electronic 
applications only.

•	 Die lubricant for non-ferrous material.
•	 Provides corrosion protection.
•	 Aids in crimping.
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